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The Classes of Service for Enhanced Extended Loop (EEL)/Loop MUX Combination (LMC) service: 

	Type of Service
	Class of Service

	DS0  
	XUMF9 

	
	 

	DS1 Intrastate
	UBNWN

	DS1 Interstate *
	XUMAX

	DS3 Intrastate
	XUMCN

	DS3 Interstate *
	XUMBX


 * Used on Conversion As Is Interstate circuits prior to 4-11-05.

The Non Recurring charge USOCs for LMC:

	Detail
	USOC

	Conversion As Is
	URCCU

	Conversion as Specified or Rearrangement
	NR968

	New Service or Conversion As Specified
	NHCMJ = DS0 Loop First Loop 

NHCMK = DS0 Loop Additional Loop

NHCML= DS1 Loop First Loop 

NHCMM = DS1 Loop Additional Loop 

NHCMH = Multiplexed Facility 


The Interconnection Tie Pair USOCs:

	Type of Service
	USOCS 

	
	 

	DS1
	C1FTC

	DS3
	C1FTD


The Loop USOCs on New and Conversion Activity:

	Type of Service
	USOCS 

	DS0

All States except CO 
	1DC2X – 2 wire

1DC4X – 4 wire

	DS0 

CO Only
	CHBA2 – 2 wire

CHBA4 – 4 wire

	DS1
	T7TGG

	 
	 


The EEL/LMC Loop USOCs on Conversion As Is Activity prior to 4-11-05 :

	Type of Service
	USOCS 

	DS0


	Intrastate (All states except Colorado)

1DC2X – 2 wire

1DC4X – 4 wire

See table above for Colorado Intrastate USOCs.

 

	DS1
	Intrastate - T7TGG

Interstate - TMECS

	DS3
	Intrastate & Interstate - THJAX


The EEL/LMC multiplexing USOCs:

	Type of Service
	USOCS 

	DS1 to DS0
	MQ1

	DS3 to DS1
	MQ3


The Channel Performance USOCs for DS0 Low Side Channelization:

	Type of Service
	USOC 

	EEL or LMC DS0 circuit that rides a DS1 facility
	LS71E


The USOC for Clear Channel Capability is CLR. There is no recurring or non-recurring charge for Clear Channel Capability.
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